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EX/

PRODUCT DESCRIPTION

If you're rolling up your sleeves but want to keep your gloves on, the Ledlenser EX7 is the perfect

lamp for you. The extra large Magnetic Switch is even easy to operate with the clunkiest protective
equipment. The ex-proof flashlight features the patented Advanced Focus System. The EX7 is
approved for the best possible gas and dust groups IIC and IlIC in zones 0, 1, 2 as well as 20, 21 or 22.

YEAR

WARRANTY

It is certified for almost any Ex atmosphere (Ex ia op is IIC T4 Ga, Ex ia op is lIC T 200 135°C Da).
Meaning you're safe in virtually any environment from tank to grain elevator with explosive gases or

dusts.

» Magnetic Switch for easy operation with gloves and protective equipment
e First EX lamp for Ex-Zone 0/20 with patented3 Advanced Focus System

« Long battery life (up to 45 hours')
« Suitable for the highest gas and dust groups (IIC/IIIC)
- Battery operated, uses 3x alkaline AA

TECHNICAL DATA

FURTHER SPECIFICATIONS

Weight incl. batteries [g] 232 IP class P68
Material PC Drop test (drop height) [m] 1
Length [mm] 161 Working temperature range [°C] -20 to +40
Length (focused) [mm] 161

- LIGHT FUNCTIONS
Tube diameter [mm] 41

Power, Low power

Head diameter [mm] 41

POWER SUPPLY

Power source type

Battery quantity 3
Rechargeable No
Battery type Alkaline
Total battery voltage [V] 15
Total battery capacity [mAh] 0

Total battery energy [Wh] 0 Wh

EXPLOSION PROTECTION

Gas group lIC
Temperature class gas T4
Ex-Zone Dust 20
Dust group IHc

max. surface temperature 135 °C

Lorsne
Amount LEDs 1

LED type XPL

Color Cool White

Color temperature [K] 6000 to 8000

Color rendering index (CRI) 65
Lomes ]
Power Low power
Light output [lm] 200 60
Beam distance [m] 120 70
Run time [h] 16 45

SWITCH

Front Rotary switch
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TECHNOLOGIES

Advanced Focus System
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PACKAGING AND LOGISTICS

PACKAGING INFORMATION

Type of packaging Sleeve Box
1set of batteries - AA, Intelligent
Scope of delivery clip, Belt clip (Illustrative image
only)
Item No. 500836
Color Yellow
MSRP price (€) 99.9

SINGLE PACKAGE

Dimensions W x Hx D [cm] 22x7.4x8.4
Gross weight [g] 400
GTIN-13 4058205001243

OUTER PACKAGE

Unit 12

Dimensions Wx H x D [cm] 46 x19x23.5

Gross weight [g] 5094

GTIN-13 4058205001250
oo ]
Unit 24
Dimensions W x Hx D [cm] 49X 425x265

Gross weight [g] 10.9

GTIN-13 4058205001267
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ACCESSORIES

PRODUCT CATEGORY ITEM NO. PRODUCT NAME PRICE
Mounts & Brackets 500957 Intelligent Clip Type G 8.90€
500958 Signal Cone 42mm 690 €
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FOOTNOTES

The information pertaining to scope of delivery, appearance,
performance, dimensions and weight corresponds to the
information available at the time of publication. In the
interest of product development, we reserve the right to
change scope of delivery, appearance, design and color
without prior notice. Product images may vary from the
actual products and may show optional accessories which
can be purchased separately. Errors and omissions
excepted.

3) EP patent 1880139; US patent 7,461,960.

(@ LEDLENSER

1) Measured values according to ANSI/PLATO FL 1in the
respective setting named. If no setting is specifically
named, the luminous flux (lumens/lm) and range (meters/
m) values refer to the brightest setting and the burn time
(hours/h) values refer to the lowest setting. A boost
function (if available) can be used several times, but is only
available for a short time at a time. In case the lamp is
equipped with colored LED(s), the measured values are
given with white light or the white LED. If the lamp has
different energy modes, the "energy saving mode" is the
basis for the measurement.

*) 7 year warranty only if registered, otherwise 2 years.
Warranty conditions viewable at https://ledlenser.com/
warranty
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